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3.15. Protection Against Collision.
(a) Each tank truck and trailer shall be provided with properly attached
steel bumpers or chassis extension which shall be so arranged as to pro-
tect the tank, piping, valves and fittings in case of collision.
3.16. Chock Blocks.
(a) Chock blocks shall be provided for the rear wheels and chained
permanently to the vehicle. Such blocks shall be stored in suitable car-
riers when not in use. These blocks shall be placed at rear wheels to
prevent rolling of the vehicle whenever it is parked including loading
and unloading operations.
3.17. Skid Tanks.
(a) Skid tanks shall not he used in place of tank trucks, tank trailers
or tank semi-trailers for regular deliveries. They shall be employed only
where there is a necessity for their joint ise as a transport and storage
unit. Where skid tanks are used they shall comply with all requirements
of this Division and with Section 2,6(f).
DIVISION IV.
LIQUEFIED PETROLEUM GAS AS A MOTOR FUEL,
Division IV applies specifically to containers and pertinent equipment
for utilizing liquefied petroleum gas as a motor fuel for operating self-
propelled equipment, whether permanently mounted on, or detachable
from the vehicle. These standards do not apply to containers for trans-
portation of liquefied petr',leuni gas. All Basic Rules apply to this Divi-
sion unless otherwise noted in the Basic Rules.
4.1, General.
(a) Fuel may be used from the cargo containers of a truck while in
transit, but not from cargo containers on trailers or semi-trailers. The
use of fuel from the cargo containers to operate stationary engines is
permitted providing wheels are securely blocked. When fuel in the liquid
or gaseous phase is withdrawn from a cargo tank mounted on truck
chassis for use in engines, an approved device shall be provided to measure
the amount of such fuel.
4.2. Design Working Pressure and Classification of Fuel Supply Con.
tainers.
(a) Fuel supply container shall be designed and classified as follows:
For Gas s with      MINIMUM DssmO WoRKINo PAtasuAs
Vapor Pressure            o CONTAIN5SS SY:
Not to RZceed  A.S.M.S.      A.S.M.Z4.        A.P.L-
"Cnntsiner  Lbs. p r Sq. In.  Code U-68  Code U-200     A.S.M.S.
Type"   Gauge at 1000 F.  U-69          U.201           Cod*
140        140 (and    140 lb ga     158 lb ga ,     175 lb ga
below)
150         150       150 "          169 "            187
175        i75        175 "         197 "            219 "
200         200        200 "         225 "            250


